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Title : Test report for order 11928791
Test report number : AR-19-FR-026866-01

Project name : Pellets ENplus, Eco Prime LLC
Number of samples : 1

Sample type : wood pellets

Date of sample taking : 2019-09-14

Sample Taker: Client

Sample reception date : 2019-09-23

Sample processing time : 2019-09-23 - 2019-10-07

Report number : AR-19-FR-026866-01
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The test results refer solely to the analysed test specimen. Unless the sampling was done by our laboratory or in our sub-order the responsibility
for the correctness of the sampling is disclaimed. This test report is only valid with signature and may only be further published completely and
unchanged. Extracts or changes require the authorisation of the EUROFINS UMWELT in each individual case.

Our General Terms & Conditions of Sale (GTCS) are applicable, as far as no specific agreements do exist. The GTCS are available on

http://www.eurofins.de/umwelt/avb.aspx.

Accredited test laboratory according to DIN EN ISO/IEC 17025:2005 notification under the DAkkS German Accreditation System for Testing. The

laboratory is according (D-PL-14081-01-00) accredited.

Dr. Ulrich Erler Digitally signed 10/7/2019

Analytical Services Manager Dr. Ulrich Erler

Phone +49 37312076510 Prifleitung

Eurofins Umwelt Ost GmbH Phone  +49 36414649 0 GF: Dr. Benno Schneider

Lobstedter Strasse 78 Fax +49 3641 4649 19 Axel Ulbricht, Daniel Schreier

D-07749 Jena info_jena@eurofins.de Amtsgericht Jena HRB 202596
www.eurofins.de/umwelt USt.-ID.Nr. DE 151 28 1997
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Report number : AR-19-FR-026866-01

Description Eco Prime LLC

Date and time of sample 2019-09-14

taking

Limit values Sample number 119116918

Parameter Lab |Accr.Method E;pl:rs il\iptl;;)s E:lzp;s il\ép(l;;)s ENp;:xs B ENZ'ES B LoQ Unit ar db
Quality characteristics
Length FR  |JE02 5(')’;‘6?3'3'80 17829: D D D o.k. -
Diameter FR  |JE02 2(')’;‘:3'3'30 17829: 2 2 2) mm 6.0 -
Moisture FR Eog (SN ERISOT8T4Z 10 10 10 0.1 % (W/w) 5.7 -
Ash content (550°C) FR JE02 2(')’;‘;(’)"3'30 18122: 0.7 1.2 2 0.1 % (wiw) 0.4 0.4
Durability FR  |JEO2 2(')';‘65')\'5'30 17831-1: >98 2975 2975 % (wiw) 98.2 -
Fine portion < 3,15 mm FR  |JEO2 %’;‘3‘2'80 18846: 19 19 19 0.1 % (Wiw) 0.2 -
Bulk density FR JEO02 %’;‘:g's'so 1r828: 600 - 750 600 - 750 600 - 750 kg/m? 645 -
Gross calorific value (qV,gr) |FR  |sgoz |01 EN1SO 18125 200 kJ/kg 19800 21000
Net calorific value (qp,net)  |FR  |JE02 Fgée:g:‘;?;;:gg\é EN | >q6Y >4.6% >4.6Y 0.06 kWh/kg 5.12 5.47
Carbon FR  |JEO2 2(')';‘;(')\'9'50 16948: 0.2 % (w/w) 48.9 51.8
Nitrogen FR JEO02 2('):‘;(’)"9'80 16948: 0.3 05 1 0.05 % (wiw) 0.07 0.08
Hydrogen FR JEO02 2(')';‘5%3'9'30 16948: 0.1 % (wiw) 5.8 6.2
Oxygen FR  |JE02 %’;‘5‘1'80 16993: % (wiw) 39.1 415
Sulphur PR E0z |DN N ISO 1699 0.04 0.05 0.05 0.005 % (Wiw) <0.005 <0.005
Chlorine FR  |JEO2 2(')’;‘::‘2'50 16994: 0.02 0.02 0.03 0.005 % (wiw) <0.005 <0.005

Trace elements acc. to DIN EN ISO 16968: 2015-09
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Description Eco Prime LLC

Date and time of sample 2019-09-14

taking

Limit values Sample number 119116918

Parameter Lab |Accr.Method E;pl:rs il\iptl;;)s E:lsz:f il\;ptl;;)s ENp;:xs B ENZ'ES B LoQ Unit ar db
Arsenic (As) FR  |JE02 2(')’;‘7%8'1'80 17294-2: 1 1 1 0.8 mg/kg - <0.8
Lead (Pb) PR |JE0z |0 ENISO 172942 10 10 10 2 mg/kg - <2
Cadmium (Cd) FR  |JEO2 2(')';‘7?8'1'30 17294-2: 0.5 0.5 0.5 0.2 mg/kg - <0.2
Chromium (Cr) FR  |JEO2 2('):‘7?8'1'80 17294-2: 10 10 10 1 mg/kg - <1
Copper (Cu) FR  |JEO2 25';‘:8‘1'30 17294-2: 10 10 10 1 mg/kg - <1
Nickel (Ni) FR Eog (DN ERISOT724Z 10 10 10 1 mg/kg - <1
Mercury (Hg) FR JEO2 %’;‘;’;‘8'30 12846: 0.1 0.1 0.1 0.05 mg/kg - <0.05
Zinc (Zn) FR Eog (SN ERISOT724Z 100 100 100 1 mgrkg - 6
Ash melting behaviour (ox. atmo.) 815°C
Shrinkage start temp SST ~ |[FR  |JE02 ggggz 18370-1: 5 5 5) °C - 1200
Deformation temp DT FR JEO02 (230Eo’\:3/-T12 15370-1: >1200 >1100 >1100 °C - > 1500
Hemisphere temp HT FR  |JEO2 goEo’:;/E 15370-1: 5 5 5 °C - > 1500
Flow temp FT PR Eoz (SRS 199701 5 5 5 °C - > 1500
Explanations

LOQ - Limit of quantification

ar - as received

db - dry basis

Lab - Abbreviation of the performing laboratory

Accr. - Abbreviation of the accreditation of the performing laboratory

The parameters identified by FR have been performed by the laboratory Eurofins Umwelt Ost GmbH (Bobritzsch-Hilbersdorf). The accreditation code JEO2 identifies the parameters accredited according to DIN EN
ISO/IEC 17025:2005 D-PL-14081-01-00 .
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Explanations regarding Limits

Analysis performed according to EN plus (wood pellets) - edition August 2015.

" 3,15 - 40 mm; up to 1 % of pellets can be longer than 40mm. Maximum length should be <45mm.

2 D06 or DO8 pellets +/- 1mm

3 at the end of production or by loading vehicles for delivery to the customer (<=0,5 for filling in pellet bags or big bags)

4 gp,net: net calorific value at constant pressure

®  should be given

EUROFINS UMWELT assumes no responsibility for the legal liability of the cited limits.
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